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REPORTED COLLISIONS THAT OCCURRED on OR in the vicinity of W SUNSET BLVD IN THE CITY OF SPOKANE
1/1/2006 ‐ 12/31/2010

*As of 1/1/2009 Citizen Reports are no longer being captured (Report # begins with "C" )
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City Street Spokane SUNSET 500 F W CANNON 2420726 6/20/2006 21:33 No Injury 0 0 1 Passenger Car
City Street Spokane SUNSET 100 F S 5 2697860 12/17/2006 11:55 Evident Injury 1 0 1 Passenger Car
City Street Spokane SUNSET E CHESTNUT 3400131 8/4/2010 11:40 No Injury 0 0 2 Pickup,Panel Truck or Vanette Pickup,Panel Truck or Vanette
City Street Spokane SUNSET CANNON 2830387 10/20/2007 11:30 No Injury 0 0 2 Passenger Car Pickup,Panel Truck or Vanette
City Street Spokane SUNSET COEUR D ALENE 2884701 5/31/2007 15:53 No Injury 0 0 2 Pickup,Panel Truck or Vanette Pickup,Panel Truck or Vanette
City Street Spokane SUNSET BLVD 2905 75 F W GOVERNMENT WY 2178227 4/25/2006 10:52 Possible Injury 1 0 1 Pickup,Panel Truck or Vanette
City Street Spokane SUNSET BLVD 2000 3148882 11/17/2008 17:33 Evident Injury 3 0 2 Passenger Car Passenger Car
City Street Spokane SUNSET BLVD 20 F W COEUR D ALENE ST 2932879 1/11/2008 18:32 No Injury 0 0 4 Pickup,Panel Truck or Vanette Passenger Car
City Street Spokane SUNSET BLVD 150 F E COER D' ALENE ST 2685238 9/13/2006 21:10 Possible Injury 2 0 1 Passenger Car
City Street Spokane SUNSET BLVD 1900 W CANNON 3061105 12/10/2007 11:09 Possible Injury 1 0 2 Pickup,Panel Truck or Vanette Truck (Flatbad,Van,etc)
City Street Spokane SUNSET BLVD 572 F E COEUR D'ALENE ST 3063076 1/25/2008 21:41 Evident Injury 1 0 1 Passenger Car
City Street Spokane SUNSET BLVD 4 C687458 6/8/2007 14:45 No Injury 0 0 2 Pickup,Panel Truck or Vanette Passenger Car
City Street Spokane SUNSET BLVD 4 AV 2605661 8/21/2006 9:15 No Injury 0 0 1 Pickup,Panel Truck or Vanette
City Street Spokane SUNSET BLVD 4 AVE 3148596 7/29/2008 16:41 Serious Injury 1 0 2 Passenger Car Scooter Bike
City Street Spokane SUNSET BLVD 4TH 2123071 5/9/2006 18:10 Possible Injury 4 0 2 Passenger Car Passenger Car
City Street Spokane SUNSET BLVD CANNON 2596622 4/19/2009 9:09 Possible Injury 2 0 5 Pickup,Panel Truck or Vanette Pickup,Panel Truck or Vanette
City Street Spokane SUNSET BLVD CANNON 2762352 3/26/2007 14:12 No Injury 0 0 2 Pickup,Panel Truck or Vanette Pickup,Panel Truck or Vanette
City Street Spokane SUNSET BLVD CANNON 2596644 6/30/2007 19:50 No Injury 0 0 2 Pickup,Panel Truck or Vanette Passenger Car
City Street Spokane SUNSET BLVD CANNON 3305902 2/15/2009 17:34 No Injury 0 0 2 Passenger Car Pickup,Panel Truck or Vanette
City Street Spokane SUNSET BLVD CANNON 3177671 4/16/2010 16:56 Possible Injury 1 0 2 Pickup,Panel Truck or Vanette Passenger Car
City Street Spokane SUNSET BLVD CANNON ST 2830558 10/25/2007 8:26 Possible Injury 1 0 2 Passenger Car Passenger Car
City Street Spokane SUNSET BLVD CANYON ST 2460835 1/15/2007 20:06 Serious Injury 1 0 2 Passenger Car Pickup,Panel Truck or Vanette
City Street Spokane SUNSET BLVD COEUR D ALENE ST 2830760 7/23/2007 23:20 No Injury 0 0 1 Pickup,Panel Truck or Vanette
City Street Spokane SUNSET BLVD COEUR D ALENE ST 3177754 3/7/2009 21:58 Possible Injury 1 0 1 Passenger Car
City Street Spokane SUNSET BLVD COEUR D ALENE ST 2596814 10/30/2009 23:22 Possible Injury 2 0 3 Passenger Car Pickup,Panel Truck or Vanette
City Street Spokane SUNSET BLVD COEUR DALENE 2915886 3/25/2008 17:10 Evident Injury 1 0 2 Passenger Car Pickup,Panel Truck or Vanette
City Street Spokane SUNSET BLVD 2900 GOVERNMENT WY 3305981 2/8/2009 10:58 No Injury 0 0 3 Pickup,Panel Truck or Vanette Passenger Car
City Street Spokane SUNSET BLVD GOVERNMENT WY C699305 1/18/2008 0:01 No Injury 0 0 2 Passenger Car Passenger Car
City Street Spokane SUNSET BLVD GOVERNMENT WY 2597111 5/18/2007 20:15 Evident Injury 1 0 2 Passenger Car Passenger Car
City Street Spokane SUNSET BLVD GOVT WAY 3214033 6/14/2009 20:31 No Injury 0 0 2 Passenger Car Passenger Car
City Street Spokane SUNSET BLVD HEMLOCK 2916480 10/22/2008 14:59 Possible Injury 1 0 2 Passenger Car Passenger Car
City Street Spokane SUNSET BLVD INLAND EMPIRE WY E050318 4/27/2010 10:33 No Injury 0 0 2 Pickup,Panel Truck or Vanette Pickup,Panel Truck or Vanette
City Street Spokane SUNSET BLVD INLAND EMPIRE WY 2762207 2/24/2007 17:00 No Injury 0 0 2 Truck (Flatbad,Van,etc) Passenger Car
City Street Spokane SUNSET BLVD LINDEKE 2761810 5/8/2007 13:03 No Injury 0 0 2 Passenger Car Passenger Car
City Street Spokane SUNSET BLVD LINDEKE 2884810 7/26/2007 16:33 Possible Injury 4 0 2 Pickup,Panel Truck or Vanette Pickup,Panel Truck or Vanette
City Street Spokane SUNSET AT COUER D ALENE ST 3152678 7/25/2008 15:28 Possible Injury 2 0 2 Pickup,Panel Truck or Vanette Passenger Car
City Street Spokane SUNSET HWY GOVERNMENT WY 2564752 7/6/2006 20:24 Possible Injury 1 0 2 Pickup,Panel Truck or Vanette Pickup,Panel Truck or Vanette
City Street Spokane SUNSET HYW 300 F E HEMLOCK ST 3152076 5/7/2008 5:40 No Injury 0 0 1 Pickup,Panel Truck or Vanette
City Street Spokane W SUNSET BLVD 2200 2688405 7/29/2007 12:09 No Injury 0 0 2 Not Stated Pickup,Panel Truck or Vanette
City Street Spokane W SUNSET BLVD 2900 E040854 1/25/2010 9:55 No Injury 0 0 1 Passenger Car
City Street Spokane W SUNSET BLVD 2600 3357165 6/12/2010 11:25 No Injury 0 0 1 Passenger Car
City Street Spokane W SUNSET BLVD 300 F E HEMLOCK 1483339 3/24/2006 7:51 No Injury 0 0 2 Passenger Car Pickup,Panel Truck or Vanette
City Street Spokane W SUNSET BLVD S GOVERNMENT WY 2697526 10/8/2006 15:25 No Injury 0 0 2 Passenger Car Pickup,Panel Truck or Vanette
City Street Spokane 4TH SUNSET BLVD 1822246 5/7/2006 2:47 Unknown 0 0 1 Passenger Car
City Street Spokane CANNON SUNSET BLVD 2697967 9/13/2007 8:17 Unknown 0 0 2 Passenger Car Pickup,Panel Truck or Vanette
City Street Spokane GOVERNMENT WAY SUNSET BLVD 3303704 10/11/2008 11:18 No Injury 0 0 2 Pickup,Panel Truck or Vanette Passenger Car
City Street Spokane GOVERNMENT WY SUNSET BLVD C690809 8/9/2007 12:55 Possible Injury 1 0 2 Passenger Car Pickup,Panel Truck or Vanette
City Street Spokane GOVERNMENT WY SUNSET BLVD 1979042 4/25/2006 15:56 No Injury 0 0 2 Passenger Car Pickup,Panel Truck or Vanette
City Street Spokane GOVERNMENT WY W SUNSET BLVD 2682109 10/2/2006 5:10 Possible Injury 1 0 2 Passenger Car Pickup,Panel Truck or Vanette
City Street Spokane GOVERNMENT WY S 790 W SUNSET BLVD 2785342 1/16/2007 21:45 No Injury 0 0 2 Pickup,Panel Truck or Vanette Passenger Car
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JUNCTION RELATIONSHIP

ROADWAY 
SURFACE 

CONDITIONS LIGHTING CONDITIONS FIRST COLLISION TYPE / OBJECT STRUCK MV DRIVER CONT CIRC 1 (UNIT 1)
MV DRIVER CONT CIRC 1 

(UNIT 2)

VEH 1 
COMP DIR 
FROM

VEH 1 COMP DIR 
TO

VEH 2 
COMP DIR 
FROM

VEH 2 COMP DIR 
TO

Not at Intersection and Not Related Dry Dark‐Street Lights On Concrete Barrier/Jersey Barrier ‐ Face Under Influence of Alcohol Northwest East
Not at Intersection and Not Related Wet Daylight Vehicle overturned Exceeding Stated Speed Limit Southwest North
Not at Intersection and Not Related Dry Daylight From same direction ‐ both going straight ‐ one stopped ‐ rear‐end Follow Too Closely None West East West Vehicle Stopped
At Intersection and Related Dry Daylight Entering at angle Did Not Grant RW to Vehicle None North East East West
At Intersection and Related Dry Daylight From opposite direction ‐ one left turn ‐ one straight Did Not Grant RW to Vehicle None West North East West
Not at Intersection and Not Related Dry Daylight Wood Sign Post Operating Defective Equipment West East
Not at Intersection and Not Related Dry Dark‐Street Lights On From same direction ‐ all others Improper U‐Turn None West West West East
Not at Intersection and Not Related Ice Dark‐Street Lights On Snow Bank Under Influence of Alcohol Exceeding Reas. Safe Speed East West East West
Not at Intersection and Not Related Dry Dark‐Street Lights On Retaining Wall (concrete, rock, brick, etc.) Under Influence of Alcohol East West
Not at Intersection and Not Related Snow/Slush Daylight From same direction ‐ all others Improper U‐Turn None West West West East
Not at Intersection and Not Related Wet Dark‐Street Lights On Street Light Pole or Base Under Influence of Alcohol Northwest East
At Intersection and Related Dry Daylight From same direction ‐ all others South North South South
At Intersection and Related Dry Daylight Street Light Pole or Base Improper Turn Southwest Northeast
At Intersection and Related Dry Daylight Entering at angle Did Not Grant RW to Vehicle None South West West East
At Intersection and Related Dry Daylight From same direction ‐ both going straight ‐ both moving ‐ sideswipe Did Not Grant RW to Vehicle None North South North South
At Intersection and Related Dry Daylight Entering at angle Did Not Grant RW to Vehicle None North East East West
At Intersection and Related Dry Daylight Entering at angle Did Not Grant RW to Vehicle None North East East West
At Intersection and Related Dry Daylight From same direction ‐ one right turn ‐ one straight Improper Turn None East North East West
At Intersection and Related Wet Dark‐Street Lights On From same direction ‐ one right turn ‐ one straight Follow Too Closely None East West East North
At Intersection and Related Dry Daylight Entering at angle Did Not Grant RW to Vehicle None North East East West
At Intersection and Related Dry Dawn From opposite direction ‐ one left turn ‐ one straight Did Not Grant RW to Vehicle None West North East West
At Intersection and Related Wet Dark‐Street Lights On From same direction ‐ both going straight ‐ one stopped ‐ rear‐end Follow Too Closely None East West East Vehicle Stopped
At Intersection and Not Related Dry Dark‐Street Lights On Concrete Barrier/Jersey Barrier ‐ Face Under Influence of Alcohol East West
At Intersection and Not Related Dry Dark‐Street Lights Off Concrete Barrier/Jersey Barrier ‐ Face Exceeding Reas. Safe Speed East West
At Intersection and Not Related Wet Dark‐Street Lights On From opposite direction ‐ all others Over Center Line None East West West East
At Intersection and Not Related Dry Daylight From same direction ‐ both going straight ‐ both moving ‐ sideswipe Under Influence of Alcohol None East Southwest East Southwest
At Intersection and Related Dry Daylight From same direction ‐ both going straight ‐ one stopped ‐ rear‐end Follow Too Closely None West East West Vehicle Stopped
At Intersection and Related Dry Dusk From opposite direction ‐ one left turn ‐ one straight East South West East
At Intersection and Related Dry Daylight From opposite direction ‐ one left turn ‐ one straight Disregard Stop and Go Light None East West West North
At Intersection and Related Dry Daylight Entering at angle Disregard Stop and Go Light None North South West East
At Intersection and Not Related Dry Daylight From same direction ‐ all others Improper U‐Turn None East East East West
At Intersection and Not Related Wet Daylight From same direction ‐ both going straight ‐ one stopped ‐ rear‐end Under Influence of Alcohol None East Vehicle Stopped East West
At Intersection and Related Wet Daylight From same direction ‐ both going straight ‐ both moving ‐ sideswipe Did Not Grant RW to Vehicle None Northeast Southwest Northeast Southwest
At Driveway within Major Intersection Dry Daylight One car entering driveway access Follow Too Closely None West East West Vehicle Stopped
At Intersection and Related Dry Daylight Entering at angle Did Not Grant RW to Vehicle None South North West East
Not at Intersection and Not Related Dry Daylight From same direction ‐ all others Did Not Grant RW to Vehicle None West East West East
At Intersection and Related Dry Daylight From opposite direction ‐ one left turn ‐ one straight Did Not Grant RW to Vehicle None West North East West
Not at Intersection and Not Related Wet Dawn Retaining Wall (concrete, rock, brick, etc.) Exceeding Reas. Safe Speed West East
Not at Intersection and Not Related Dry Daylight From same direction ‐ both going straight ‐ both moving ‐ sideswipe Did Not Grant RW to Vehicle None East West East West
Not at Intersection and Not Related Wet Daylight Utility Pole Driver Interacting with Passengers, Anim East West
Not at Intersection and Not Related Dry Daylight Bridge Rail ‐ Face Exceeding Stated Speed Limit West East
Not at Intersection and Not Related Wet Daylight From same direction ‐ both going straight ‐ both moving ‐ sideswipe Improper Passing None East West East West
At Intersection and Related Dry Daylight From opposite direction ‐ one left turn ‐ one straight Disregard Stop and Go Light None West East East South
At Intersection and Related Dry Dark‐Street Lights On Fence Other East West
At Intersection and Related Dry Daylight From same direction ‐ all others Improper Backing None North Vehicle Backing North South
At Intersection and Related Dry Daylight From opposite direction ‐ one left turn ‐ one straight Did Not Grant RW to Vehicle None North East South North
At Intersection and Related Dry Daylight From same direction ‐ both going straight ‐ one stopped ‐ rear‐end North Vehicle Stopped North South
At Intersection and Related Dry Daylight From opposite direction ‐ one left turn ‐ one straight Did Not Grant RW to Vehicle None North East South North
At Intersection and Related Dry Daylight Entering at angle Did Not Grant RW to Vehicle None Southeast Southwest Southwest Northeast
At Intersection and Related Snow/Slush Dark‐Street Lights On From same direction ‐ both going straight ‐ one stopped ‐ rear‐end Under Influence of Alcohol None North South North Vehicle Stopped
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	EXECUTIVE SUMMARY
	SCOPE OF INSPECTION
	The data for this Bridge Inspection Report was obtained on September 26 through October 1, 2011.  B&N’s inspection team members were as follows:
	Figure 2 – General Nomenclature
	INSPECTION FINDINGS
	The following outline provides a brief summary of condition observations made regarding the various primary elements and locations on the bridge.  The complete set of field notes is tabulated in Appendix A.  The “ID” column of the table corresponds to...
	DECK:
	Deck Soffit
	The soffit of the deck in Span 3 exhibits localized areas of spalling with exposed reinforcing steel, delaminations, and cracking.  Much of the deterioration of embedded reinforcing steel has been prompted by prolonged exposure to deck drainage combin...
	/
	Photo C4-38 (ID C325) –  Soffit between west face of Pier 2 and Floorbeam 1 in Span 3, 5’ x 5’  area of spalling, delamination and exposed rebar, 3/8” diameter remaining on rebar.
	Similar areas of deterioration were noted on the soffit beneath the sidewalk overhang.  One of the most pronounced areas of soffit deterioration was noted along the edge of the deck between Floorbeams 18 and 19 on the south edge.  It consisted of a de...
	/
	Photo C2-03 (ID C101) – Deterioration between Floorbeams 18 and 19 along south overhang in Span 3.
	However, typically the underside of the deck was found to be in satisfactory condition with only minimal deficiencies in locations away from joints or the perimeter of the bridge.  Where spalls were noted, they were typically very small, localized and...
	Sidewalk
	The concrete sidewalk is in fair to poor condition and exhibits localized areas of bulging and cracking likely due to freeze/thaw heaving of the fill beneath the sidewalk.  Patched areas are typical throughout.
	Railing/Barrier
	Ornamental bridge rail is located along the exterior edges of the sidewalk. Jersey-type barrier is located between the sidewalk and the roadway.  The ornamental rail is in generally poor condition with large patched areas, severe scaling, spalling, de...
	./
	Photo C3-61 (ID C244) -  North exterior rail between Floorbeams 16 & 18, Span 3, wide horizontal cracks in rail both above and below balusters.
	Additionally, a gap of up to 7/8 in. was noted between the top of each baluster and the top rail.  No dowels or other mechanical connection were noted in these areas between the baluster and the top rail.  No significant deficiencies or deterioration ...
	Wearing Surface
	The wearing surface is generally in good condition and consists of an asphalt overlay with minor rutting in the wheel lines.  Presently, there are two layers of asphalt over the original concrete deck and trolley lines.  The lower layer is punky, fria...
	SUPERSTRUCTURE
	Floorbeams/Beams
	Like the deck soffit, floorbeams exhibited localized areas of spalling with exposed reinforcing steel, delaminations, mineral deposits and cracking.  The most significant areas of deterioration were typically found adjacent to the control joints.  Tra...
	/
	Photo C3-90 (ID C257) - Span 3, Floorbeam 24 between arch rib lines C & D.  Entire bottom face is delaminated.  Extensive evidence of rust staining and seepage through joint.
	/
	Photo C4-42 (ID C330) –  Span 3, Floorbeam 4 at midspan between Spandrel Arches A & B, 4’ long x full width x 3” deep delaminated area with spalling.  Multiple spalls and delaminations at midspan also noted.  Exposed bars in photo have up to 1/8” loss...
	Inside the piers, the transverse floorbeams found in the spans are replaced by longitudinal concrete beams that support the deck slab over the piers.  These beams exhibited significant deterioration due to years of exposure to deck drainage.  Beams wi...
	/
	Photo D1-20 (ID E013) – Full length spall on bottom face of Beam 10 in Pier 2.  1/8” section loss to bottom bars and stirrups.
	Moisture is readily available to promote deterioration of embedded reinforcing steel as evidenced by leaking drains and joints and extensive efflorescence deposits.
	/
	Photo D1-10 (ID E008) – West end of Beam 1 inside Pier 2, note heavy leakage through scupper pan, extensive rust staining, and efflorescence on concrete beam.
	The deterioration present on the beams inside the piers has likely resulted in reduced structural capacity of these members.  Removal of traffic from the outer lanes above these areas suggests that this condition has been considered by the bridge owners.
	Another condition that was frequently noted was the presence of narrow diagonal cracks in the floorbeam ends above the pilasters at Spandrel Walls B & C.  This condition was noted primarily in Floorbeams 8 – 20.
	/
	Photo E1-03 (ID E004) –  Narrow diagonal cracks at pilaster-floorbeam intersection. Typical both web faces. No exposed bars, leakage or rust staining.
	Floorbeam Cantilevers
	Beneath the sidewalk, floorbeam cantilevers support the deck slab. These members exhibited localized cracking, spalling and delaminations.  Deterioration appeared slightly more pronounced along the north elevation of the bridge.  Section loss to expos...
	/
	Photo C2-22 (ID C121) –  South sidewalk overhang at Floorbeam 8.  Evidence of leakage through joint and 6” dia. delaminated area.
	Spandrel Arches & Spandrel Walls
	In Span 3, the spandrel arches are located from Floorbeam 8 to the face of Pier 2 and from Floorbeam 20 to the face of Pier 3.  The spandrel walls run from Floorbeam 8 to Floorbeam 20.
	Large areas of deterioration were typically found on the spandrel arch soffits along the corners.  Additionally, frequent cracking was also noted in these areas suggesting the occurrence of corrosion of the embedded steel reinforcing.
	/
	Photo C3-70 (ID C247) –  Span 3, Spandrel Arch D, between Floorbeams 20 & 22.  Large delaminated  areas with exposed bars and rust staining on both corners.  Typical at symmetrical locations.
	Localized delaminated areas and spalls were also noted in the vertical wall faces of the spandrel arches and spandrel walls.
	/
	Photo C3-43 (ID C233) –  Span 3, Spandrel Wall D between Floorbeams 8 & 9.  Multiple localized delaminated areas and spalls, some with exposed reinforcing steel.  Bars exhibit up to 1/16” section loss. Also note corrosion on steel utility bracket.
	/
	Photo C4-17 (ID C311) –  Span 3, Spandrel Arch A soffit, between Floorbeams 2 & 3.  5’ H x 4’ W x 4” D delaminated area with spalls and exposed reinforcing steel.  Bars exhibit approximately 3/16” section loss maximum.
	/
	Photo C2-45 (ID C136) –  Span 3, Spandrel Arch A, below Floorbeam 8.  5’ tall spall along corner, 2 layers of bars exposed.  Max loss to bar diameters = 100%.
	Spandrel Columns
	Spandrel columns are located at floorbeams 4 and 24.  They typically exhibit delaminations and spalls in the vertical faces with deterioration particularly pronounced on the corners.  Section loss was noted to exposed bars on the columns.
	/
	Photo D1-06 (ID D007) –  Span 3, Spandrel Column B-24, large corner spall with exposed reinforcing steel with 1/16” loss to bar.
	Note:  Typically in the Field Note Table, the area above the spandrel column is part of the “Spandrel Arch”.  Some entries in the table have component designations of Spandrel Column for this location when describing a deficiency.  The ID callout on t...
	Arch (Rib, Floor, Soffit)
	Main arch components were found to be in generally fair condition.  Arch ribs and floors exhibited narrow to medium cracks and minor small spalls and delaminations.  No significant exposed bars with section loss were noted on the arch in Span 3.  Some...
	/
	Photo E2-09(ID E111) – Heavy debris (dirt, garbage, bird waste, etc.) at base of arch floor at west face of Pier 2
	/
	Photo C2-25 – Typical condition of arch soffit in Span 3
	/
	Photo E2-10 –Typical overall view, arch floor between Arch Ribs A & B below Floorbeams 1-4.  Note typical rough/poor formwork/finishing and localized honeycombing patches.
	PIERS
	The exterior of the piers exhibit localized delaminated areas, spalls, cracking, surface scaling, joint leakage and associated deficiencies.  The most significant areas of deterioration were noted higher up on the piers, closer to the deck.  A widespr...
	The interior surfaces of the walls of Pier 2 exhibited delaminated areas with spalling, leakage, stainage and cracking in the upper chamber immediately below the deck.  The lower chamber walls were in satisfactory condition with no major deficiencies ...
	/
	Photo C1-13 (ID C008) –  West face of Pier 3 between Arch Ribs A & B.  4’ x 6’ delaminated area and 6’ high corner delamination on pilaster above Arch Rib A.  Localized spalls are present in the delaminated areas and have exposed bars with up to 1/8” ...
	/
	Photo E3-25 (ID E327) – Typical condition, interior of Pier 2. No significant deficiencies noted.
	/
	Photo E3-29 (ID E336) –  Looking down at lower chamber in Pier 2, access door on east face.  Trapped water and debris in base of pier.
	APPROACHES
	Deterioration in the approaches was mainly found at transverse floorbeams and in the deck soffit.  Prolonged exposure to deck drainage has initiated corrosion of the embedded reinforcing steel in many of the members located adjacent to joints.
	/
	Photo D2-07 (ID M101) – Large spalled area with exposed bottom bars on floorbeam where East Approach meets Arch Span 1.  Water leakage through joint above.
	/
	Photo C4-48 (ID M401) – Spalling and bars with section loss (estimated at 1/8” max loss to diameter) on bottom of floorbeam at Column Line 1 in West Approach.
	No significant deterioration was found during a cursory inspection of the walls of the approach chambers.  Localized minor cracking, spalling, and staining were noted.
	UTILITIES
	Pipe Supports
	A large bank of utility conduits is located between spandrel wall/arch lines C & D.  Additionally,  utility lines are mounted on the exterior north face of the bridge, immediately below deck level.  Corrosion was noted on the steel elements comprising...
	/
	Photo D1-27 (ID E019) – Failed steel utility support bracket near east wall of Pier 2.  Bracket supports a 12” dia. pipe.
	Between Spandrel Arches C and D, transverse beams are present whose purpose was likely to support utilities.  They are currently not supporting the utility lines in this area. These beams exhibit medium vertical and diagonal cracks and localized areas...
	/
	Photo C3-109 (ID C271) –  Transverse beam between Spandrel Arches C & D at Floorbeam 27.  Vertical crack 2’ from face of Spandrel Arch C.  This cracked condition is typical at several locations
	Light Pole Pilasters
	Light poles are located along the north side of the bridge deck.  These poles penetrate the deck and are supported by small pilasters on the Spandrel Arch/Wall D.  These pilasters exhibit extensive distress related to prolonged exposure to deck draina...
	/
	Photo C3-31 (ID C223) –  Light pole pilaster at Floorbeam 6.  Corrosion related distress to steel pole and concrete pilaster.
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	Appendix E - Traffic Count Data.pdf
	10679202 - S Coeur D' Alene St -- Sunset Blvd
	10679204 - W 4th Ave -- Sunset Blvd
	10679206 - S Cannon St -- Sunset Blvd
	10679208 - Inland Empire Way -- W 7th Ave
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